
MOVING COIL PHONO CARTRIDGE
LMC-5 

LUXMAN’s LMC-5 marks the return of moving coil phono cartridge production after a 40 year hiatus! �is 

latest e�ort boasts a cross-mounted iron core, with unique signal generating coil structures, allied to an e�cient 

compact magnetic system.  Record groove contact is achieved via a SHIBATA pro�le stylus mounted to an 

aluminum pipe cantilever enabling excellent tracing ability with low background noise. In addition, the unique 

and sonically advantageous housing structure was achieved through research, repeated prototyping and 

attentive �ne tuning. We have developed the LMC-5 with con�dence and appreciation for all who love vinyl 

playback and value its musicality.

Superior groove tracking, accurately articulating
the most delicate music pressed on vinyl records.



To ensure correct use of this product,
read the “Owner’s Manual”prior to use.
Failure to follow all safeguards can result
in fire,electric shock,or other accidents.

Safety Cautions
LUXMAN CORPORATION, 1-3-1 Shinyokohama, Kouhoku-ku, Yokohama-shi, Kanagawa 222-0033, Japan
Tel: +81-45-470-6980  Fax: +81-45-470-6997  www.luxman.com
LUXMAN reserves the right to alter the design and specifications without notice. 
All rights reserved LUXMAN CORPORATION

2021.5-HB LMC-5

* Specifications and appearance are subject to change without notice.      * The products listed in this catalog do not include line cables. Please purchase cables separately.

Type
Internal impedance
Tracking force
Output voltage
Frequency response
Channel separation / balance
Recommended load impedance
(when head amplifier is connected) 
Recommended load impedance
(When step-up transformer is connected) 
Dynamic compliance
Stylus

SPECIFICATIONS

-6

MC (MOVING COIL) 
4.7Ω (1kHz) 
2.1 to 2.3g (2.2g as standard) 
0.4mV (1kHz, 3.54cm / sec.) 
10Hz to 35kHz
28dB (1kHz)  / 0.5dB (1kHz)  
40Ω or morre

2.5 to 10Ω

8 x 10   cm / dyne (100Hz)
Solid diamond / SHIBATA stylus

Cantilever
Vertical tracking angle
Magnet
Coil
Material of magnetic circuit
Terminals 
Body
Dimensions, Threaded holes

Weight
Accessories

Φ0.5mm aluminum
25°
Samarium-cobalt magnet BH20
30μm UEW
Pure iron
Φ1.2mm, White (L+) , Blue (L−) , Red (R+) , Green (R-)
Aluminum A6063
17.0 (W) x 18.3 (H) x 21.3 (D)mm (excluding terminals),
M2.6mm x 2
8.5g
Manual, Washer x 2, Screws M2.6 (5mm x 2, 8mm x 2, 10mm x 2),
Hex wrench and stylus cover

[dBV]

Test Record : JAS AD-1 Sensitivity (1kHz) : -71dBV (0.28mV)
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LUXMAN has consistent ly  designed components for  v iny l  p layback 
s u c h  a s  o u r  P D  s e r i e s  a n a l o g  p l a y e r s  a n d  o u r  E / E Q  p h o n o  
equal izer  ampl i f ie r  ser ies .  Af ter  a  deve lopment  per iod o f  2  years ,  
the LMC-5 is  LUXMAN’s f i rs t  or ig inal  car t r idge in 40 years.  For the 
s t y l u s ,  i n  o r d e r  t o  r e a d  t h e  m u s i c a l  i n f o r m a t i o n  p r e s s e d  o n  t h e  
reco rd  accu ra te l y  and  re l i ab l y,  we  se lec ted  a  comb ina t i on  o f  an  
a luminum cant i lever  wi th h igh t rac ing abi l i ty  and a SHIBATA sty lus 
to p ick up a large amount of  informat ion wi th less audible noise.  In 
o r d e r  t o  s e c u r e  t h e  f u l c r u m  o f  t h e  v i b r a t i o n  s y s t e m ,  a  l o w  
d i s t o r t i o n  s t r u c t u r e  h a s  b e e n  r e a l i z e d  b y  u s i n g  t h e  o n e - p o i n t  
“ p i a n o  w i r e ”  s u p p o r t  m e t h o d .  T h e  M C  t y p e  p o w e r  g e n e r a t i o n  
eng ine  uses  a  c ross  mounted  i ron  co re  w i th  the  co i l s  fo r  the  le f t  
a n d  r i g h t  c h a n n e l s  w o u n d  s y m m e t r i c a l l y.  A d o p t i n g  a  m a g n e t i c  
s t ruc ture  w i th  a  smal l  f ie ld  area reduces the  in t rus ion  o f  ex terna l  
noise.  We have achieved signi f icant s ize and weight reduct ions.

F r o m  o u r  e x p e r i e n c e s  w i t h  c l o s e d  b o d y  d e s i g n s ,  t h e  c o i l  a n d  
c a n t i l e v e r  c a n  a c t  l i k e  a  m i c r o p h o n e ,  p i c k i n g  u p  t h e  r e f l e c t e d  
s o u n d ,  t h e r e f o r e  r e d u c i n g  t h e  e n c l o s u r e  r e s u l t s  i n  l e s s  s o u n d  
co lo ra t ion .  In  o rder  to  p r io r i t i ze  we igh t  reduc t ion  and  resonance  
countermeasures,  the housing is  craf ted down to a min imal  design 
w h i c h  s t i l l  f i r m l y  s u p p o r t s  t h e  p o w e r  g e n e r a t i o n  e n g i n e .  T h e  
m in im ized  ou te r  chass i s  has  an  i nve r ted  egg -shaped  cu rve  tha t  
s u p p r e s s e s  u n n e c e s s a r y  r e f l e c t e d  s o u n d  a n d  v i b r a t i o n s .  T h e  
m a c h i n e d  a l u m i n u m  b o d y  i s  a n o d i z e d  t o  a  d e e p  r e d ,  w h i c h  i s  
LUXMAN’s corporate  co lor,  and wi th  the L mark  logo laser -e tched 
o n  t h e  f r o n t ,  i t  s u b t l y  a s s e r t s  L U X M A N ’s  i d e n t i t y.  E a c h  o n e  i s  
c a r e f u l l y  a s s e m b l e d  b y  o u r  t e a m  o f  c r a f t s p e o p l e ,  t h e  b e s t  i n  
Japanese  ca r t r i dge  manu fac tu re ,  and  de l i ve red  to  mus ic  l ove rs ,  
wor ldwide. 

Stylus and power generation engine Body structure and design

Dimensions Frequency response 

Side Front

Top Back
[Hz]

Replacement of stylus tip (North American users* only)

�is LMC-5 unit has a non-user replaceable stylus tip. For stylus 
replacement due to normal wear to the t ip over  t ime,  please 
consult the North American Luxman dealer where you purchased 
i t ,  o r  con tac t  *Luxman  Amer i c a ,  Inc .  Note :  LMC-5  u s e r s  
e l s ewhere  in  the  wor ld  must  contac t  your  loca l  in-countr y  
Luxman distributor or dealer for assistance. 


